
PRODUCT MANUAL

S20P Pointliner Fineliner punta in metallo

Codice Prodotto S20P-05A S20P-1A S20P-3A S20P-5A S20P-8A S20P-03A S20P-2A S20P-4A S20P-10A S20P-C20A S20P-C30A

Lunghezza totale (mm)

Peso (gr) 8.15±0.3ｇ 8.15±0.3ｇ 8.15±0.3ｇ 8.15±0.3ｇ 8.15±0.3ｇ 8.1±0.3ｇ 8.15±0.3ｇ 8.15±0.3ｇ 8.15±0.3ｇ 7.8±0.3ｇ 7.8±0.3ｇ

Lunghezza punta (mm) 0.9±0.1mm 1.2±0.3mm 1.2±0.1mm 1.4±0.1mm 1.5±0.1mm 0.9±0.1mm 1.2±0.1mm 1.3±0.1mm 1.7±0.2mm 4.8±0.2mm 4.9±0.2mm

Diametro punta (mm) 1.1mmφ 1.2mmφ 1.2mmφ 1.6mmφ 1.7mmφ 1.0mmφ 1.2mmφ 1.4mmφ 2.1mmφ 3.0mmφ 3.0mmφ

Spessore del tratto (mm) 0.2±0.05mm 0.3±0.05mm 0.35±0.05mm 0.5±0.1mm 0.5±0.1mm 0.5±0.1mm 0.3±0.05mm 0.4±0.1mm 0.7±0.1mm 2.0±0.3mm 2.5±0.3mm

Lunghezza di scrittura (m) Ave.800m (min.700m) Ave.1,200m (min.1,000m) Ave.1,200m (min.1,000m) Ave.950m (min.800m) Ave.950m (min.800m) Ave.600m (min.400m) Ave.1,200m (min.1,000m) Ave.1,200m (min.1,000m) Ave.650m (min.400m) Ave.210m (min.100m) Ave.100m (min.190m)

Contenuto di inchiostro (gr) 1.56±0.1g

Resistenza alla luce compliant to JIS L 0804 

Resistenza all'acqua compliant to JIS S 6037

Tempo di asciugatura 60sec.

Tempo di asciugatura senza cappuccio 12 hours 18 hours 24 hours 48 hours 48 hours 12 hours 24 hours 48 hours 48 hours 48 hours 48 hours

Materiale fusto PP PP PP PP PP PP PP PP PP PP PP

Materiale cappuccio PP PP PP PP PP PP PP PP PP PP PP

Materiale Clip SUS SUS SUS SUS SUS SUS SUS SUS SUS SUS SUS

Materiale cappuccio (parte superiore) ABS ABS ABS ABS ABS ABS ABS ABS ABS ABS ABS

Materiale tampone PP PP PP PP PP PP PP PP PP PP PP

Materiale punta POM, nikel-plating POM, nikel-plating POM, nikel-plating POM, nikel-plating POM, nikel-plating POM, nikel-plating POM, nikel-plating POM, nikel-plating POM, nikel-plating Polyester, PP Polyester, PP

Materiale fibra interna Polyester Polyester Polyester Polyester Polyester Polyester,PP Polyester,PP Polyester,PP Polyester,PP Polyester, PP Polyester, PP

Metodo di trattamento superficie del fusto Printing Printing Printing Printing Printing Printing Printing Printing Printing Printing Printing

Metodo di erogazione inchiostro Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir Inner fiber reservoir

Colori inchiostro Black Black Black Black Black Black Black Black Black Black Black

Tipologia inchiostro Water based / Pigment Water based / Pigment Water based / Pigment Water based / Pigment Water based / Pigment Water based / Pigment Water based / Pigment Water based / Pigment Water based / Pigment Water based / Pigment Water based / Pigment

Tipo di solvente Water Water Water Water Water Water Water Water Water Water Water

Adatto per Paper Paper Paper Paper Paper Paper Paper Paper Paper Paper Paper

W 12.8mm × D 10.0mm × H 141.0mm
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